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Accessories

Valve Parts in Contact with Fluids 
V022 Series 8800 Series

Body and Stem                      Brass 316L Stainless Steel

Seals NBR

Disc CA -

Spring 302 Stainless Steel -

Retainer 17-7PH Stainless Steel -

Features
• Adjustable flow control design provides greater
capacity than most constructions

• Spring-loaded disc allows free flow in one direction
and an adjustable flow in the other

• Tapered brass stem controls flow through the 
cross-hole in the disc

• Unique locking device in adjusting knob

• Scribed graduations provide position indication 
for the stem

• 316L Stainless Steel constructions available with 
integrated check valve

• Mountable in any position

Adjustable
Flow Control Valves
Brass and Stainless Steel Bodies

1/4" to 3/4" NPT

Specifications (English units)

Nominal Ambient Temp. Ranges
8800 series: -4°F to 221°F (-20°C to 105°C)
V022 series: 32°F to 125°F (-0°C to 52°C) 
Refer to Engineering Section for details.

Operation (V022 Series)
When the pawl is in the up position, it creates a
friction lock on the knurled bonnet and the knob
cannot rotate. When the pawl is at 90˚ to the 
knob, the knob can be rotated.
Refer to Engineering Section for details.

Construction

Pipe
Size
(in)

Orifice
Size
(in)

Cv Flow
Factor ¨ (KV)

Opening
Pressure
psi (bar)

Maximum Operating Pressure
Differential psi (bar)

Max. Fluid
Temp. ˚F (˚C) Catalog Number Body Material

Const.
Ref. 

Meter
Flow

Free
Flow

Air-Inert Gas,
Water, and Light Oil

Flow control valves

1/4 3/8 0.22 (0.2) 1.2 (1) 1 (0.07) 125 (8.6) 180 (82) V022A001 Brass 1

1/4 5/23 0.01 (0.008) 0.74 (0.64) 0 (0) 232 (16) ¡ 221 (105) 8800A50000N0000 Stainless Steel 5

3/8 3/8 0.9 (0.8) 1.4 (1.2) 1 (0.07) 125 (8.6) 180 (82) V022 002 Brass 2

1/2 7/16 1.2 (1) 2.6 (2.2) 1 (0.07) 150 (10.3) 180 (82) V022 003 Brass 3

1/2 1/2 0.01 (0.008) 3.9 (3.4) 0 (0) 232 (16) ¡ 221 (105) 8800A50200N0000 Stainless Steel 6

3/4 17/32 1.6 (1.4) 4 (3.4) 2.5 (0.17) 175 (12) 180 (82) V022 004 Brass 4

Flow control valves with integrated check valves

1/4 5/23 0.02 (0.017) 0.75 (0.65) 0 (0) 232 (16) ¡ 221 (105) 8800A30000N0000 Stainless Steel 7

1/2 1/2 0.02 (0.017) 3.6 (3.1) 0 (0) 232 (16) ¡ 221 (105) 8800A30200N0000 Stainless Steel 8

¨ Refer to Metering Stem Turns chart on next page.
¡ Only suitable for use with clean dry air or dry inert gas.
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Dimensions inches (mm)

CHART A

METERED FLOW

FLOW DIAGRAMS

FREE FLOW

FREE FLOW

N.T.P. BOTH ENDS
(SEE TABLE)

M

L

METERED FLOW

H P

W

Cylinder, diaphragm, 
clutch, brake, etc.

Close 
Connection

Flow may be controlled
in either direction, 
opposite direction will
be unrestricted.

Press.

Exh.

Cyl.

TWO DIRECTION
CONTROL

CONTROLLED FLOW

3-Way Control Valve
(Solenoid, air, hydraulic, manually, etc., 

operated or fluidic interface.)

ASCO Flow Control Valve

2.0

1.5

Cv 1.0

0.5

2 31 4 5 6 87
0

METERING STEM TURNS

Metered
Flow 3/4”

Metered
Flow 1/2”

Metered
Flow 3/8”

Metered
Flow 1/4”

Example I:  ? /-0Ć L,N,R, djmu amlrpmj t_jtc gq 
pcosgpcb rm n_qq 1 ENK md u_rcp _r _      md /4 nqg,  
Bcrcpkglc rfc nmqgrgml md rfc kcrcpgle qrck,

At ; ENK 
×

At ; 1
× /4

Dpmk rfc ep_nf dmp rfc /-0Ć L,N,R, djmu
amlrpmj t_jtc ugrf _ At md ,53* rfc qrck
qfmsjb `c nmqgrgmlcb rfpcc rsplq msr
dpmk dsjjw ajmqcb,

Example II:  Rm bcrcpkglc rfc djmu sqgle
rfc q_kc b_r_ md /4 nqg*      _lb KCRCPCB
At md ,53* rfc qmjsrgml ugjj `c8

ENK ;  ×At ; ,53 × /4 ; 1

Example III:  Rfc djmu rfpmsef rfgq t_jtc gl 
rfc DPCC DJMU nmqgrgml gq8

ENK ;  ×At( ; 0,4 × /4 ; /.,2
(At gq m`r_glcb dpmk dpcc djmu b_r_ r_`jc,

N/ + Gljcr Npcqqspc &NQG?'
N0 + Msrjcr Npcqqspc &NQG?'
     + Npcqqspc Bpmn &N/ + N0 ' nqg
E + Qncagdga Ep_tgrw md E_q > /2,5 NQG? _lb 4.¢D,
R + ?`qmjsrc Rckncp_rspc md Djmugle Kcbgsk &¢D ) 24.'

SIZING EQUATIONS

U?RCP At ; ENK 
×

ENK ;  ×At

?GP At ;   QADF  

×74. ER

QADF ; At ×74. ER

; .,53

Flow CharaCteristiCs

For V022 series Flow Control ValVes

Catalog
Number H L M P W

V022A001
in 3.12 2.69 1.91 2.62 1.31
mm 79 68 49 67 33

V022 002
in 3.12 2.69 1.91 2.69 1.31
mm 79 68 49 68 33

V022 003
in 3.34 3.22 2.28 2.81 1.31
mm 85 82 58 71 33

V022 004
in 3.75 3.69 2.75 3.09 1.47
mm 95 94 70 79 37

Free Flow Data
Pipe Size Cv

1/4 1.2
3/8 1.4
1/2 2.6
3/4 4.0

Const. Ref. 1-4
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1.59 [40] FULLY OPEN
1.30 [33] CLOSED

1/4" NPT
FEMALE

INLET PORT

1/4" NPT
FEMALE
OUTLET PORT

.55 [14]

Ø 1.36 [34.5]

2.53 [64]
2.07 [52.5]

1.12
[28.4]

.47
[11.9]

HEX. 3/4" A/F
TYP. 3 PLACES

.68 [17.3]

Const. Ref. 5

2.61 [66] FULLY OPEN
2.15 [54.6] CLOSED

1/2" NPT
FEMALE

INLET PORT

1/2" NPT
FEMALE
OUTLET PORT

.81 [20.6]

Ø 1.25
[31.8]

Ø 1.61
[41]

2.45 [62]

1.23 [31]

.35 [8.9] TYP
2 PLACES

HEX. 1.12" A/F
TYP. 2 PLACES

HEX. .94 [23.9] A/F

.68 [17.3]

Const. Ref. 6
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METERING STEM TURNS

FLOW CHARACTERISTIC
1/4" METERING VALVE (WITH AND WITHOUT CHECK)
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1/2" METERING VALVE (WITH AND WITHOUT CHECK)
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1/4" NPT
FEMALE

INLET PORT

1/4" NPT
FEMALE
OUTLET PORT

1.59 [40] FULLY OPEN
1.30 [33] CLOSED

Ø 1.36 [34.5]

1.42 [36]

2.53 [64]
2.07 [52.5]

.55 [14]

1.10 [27.9]

1.12
[28.4]

.47
[11.9]

HEX. 3/4" A/F
TYP. 4 PLACES

.76 [19.3]

Const. Ref. 7

2.61 [66] FULLY OPEN
2.13 [54] CLOSED

1/2" NPT
FEMALE

INLET PORT

1/2" NPT
FEMALE
OUTLET PORT

.88 [22.4]

1.85 [47]

Ø 1.25
[31.8]

Ø 1.61 [41]

3.05 [77.5]

1.20 [35]

.35 [8.9] TYP
2 PLACES

HEX. .94 [23.9] A/F

HEX. .94 [23.9] A/FHEX. 1.12 [28.4] A/F
TYP. 2 PLACES

Const. Ref. 8


