Electro-Hydraulic Power Unit

- Actuator power source for natural gas pipeline applications
- This closed system will not exhaust any gas to the atmosphere

Design Philosophy

Emerson’s electro-hydraulic power unit as an alternative to gas/hydraulic powered actuators for environmentally sensitive applications.

The electro-hydraulic power units are designed to take advantage of the available gas pressure in the pipeline. However, unlike the conventional gas/hydraulic systems, the electro-hydraulic power units are totally closed systems and do not exhaust natural gas into the atmosphere.

Existing actuators with gas over oil type power supply may be converted, in the field, with an electro-hydraulic power unit. Corrosive or detrimental atmospheric conditions.

Applications

- Actuator power source on natural gas pipeline applications
- Alternate actuator power source to gas over oil applications where 120 VAC, single phase electrical power is available
- For new or existing equipment
The electro-hydraulic power unit is a totally sealed system with its own internal hydraulic reservoir. The hydraulic pump is driven by a fractional horsepower electric motor. The explosion proof/weather proof motor operates on 120 VAC, single phase power which simplifies electrical hookup.

A hydraulic accumulator holds supplemental power to supply the specified number of valve strokes. The accumulator head pressure is provided by the natural gas in the pipeline which eliminates the need for additional pressure vessels.

The patented thermal volume control protects the circuit components from damage due to thermal expansion within a closed system. The thermal volume control also functions to start/stop the electric motor which eliminates the need for pressure switches.

When the system is first energized, the motor/pump will begin to fill the working accumulator. Once the working accumulator is completely topped-out with fluid, the piston/rod in the thermal volume accumulator will begin to move upward as pressure continues to build. At the point the thermal volume accumulator fills to a designated level, the actuating disc on the piston/rod will trip the motor/pump switch which shuts off the motor.

While the motor is off, the piston/rod will shift a small amount to compensate for thermal changes in the fluid volume. Once the working accumulator is required to stroke the valve actuator, the piston and rod move downward to restart the motor/pump.

The hydraulic pressure in the power unit will always stabilize at a pressure level equal to the pressure in the pipeline. The power units will automatically adjust to changes in the pipeline pressure. This system does not require pressure switches or adjustments.
**FEATURES**

- **Completely Closed System**
  The power unit utilizes the available natural gas pressure without exhausting any gas into the atmosphere.

- **Fast Operation Without Shock**
  The hydraulic accumulator provides smooth operation even at rapid stroking speeds. Separately adjustable speed control valves may be used to provide a broad range of opening and closing times.

- **Fail-Safe Reserve Power**
  In the event of electrical power failure, the accumulator will maintain reserve hydraulic power for a specified number of valve strokes.

- **Manual Hydraulic Hand Pump**
  For emergency operation, a hydraulic hand pump may be used to directly stroke the actuator or to recharge the accumulator.

**CONTROLS AND ACCESSORIES**

The electro-hydraulic power unit is very versatile and does not limit the control capability for the valve actuator. The valve actuator may be operated locally, remotely, or automatically by a variety of sensory and control devices.

- **Typical Control Systems**
  - Local manual
  - Remote two-way electric
  - Linebreak protection - sensing rate of pressure drop
  - Emergency shutdown or fail-safe
  - High/low pressure shutoff
World Area Configuration Centers (WACC) offer sales support, service, inventory and commissioning to our global customers. Choose the WACC or sales office nearest you:

**NORTH & SOUTH AMERICA**
19200 Northwest Freeway
Houston TX 77065
USA
T +1 281 477 4100

Av. Hollingsworth
325 Iporanga Sorocaba
SP 18087-105
Brazil
T +55 15 3413 8888

**ASIA PACIFIC**
No. 9 Gul Road
#01-02 Singapore 629361
T +65 6777 8211

No. 1 Lai Yuan Road
Wuqing Development Area
Tianjin 301700
P. R. China
T +86 22 8212 3300

**MIDDLE EAST & AFRICA**
P. O. Box 17033
Jebel Ali Free Zone
Dubai
T +971 4 811 8100

P. O. Box 10305
Jubail 31961
Saudi Arabia
T +966 3 340 8650

24 Angus Crescent
Longmeadow Business Estate East
P. O. Box 6908 Greenstone
1616 Modderfontein Extension 5
South Africa
T +27 11 451 3700

**EUROPE**
CRT Contrôle
16 ZA Croix Saint Mathieu
28320 Gallardon
France
T +33 2 37 90 28 10

Holland Fasor 6
Székesfehérvár 8000
Hungary
T +36 22 53 09 50

Strada Bffòi 165
29017 Fiorenzuola d’Arda (PC)
Italy
T +39 0523 944 411

For complete list of sales and manufacturing sites, please visit
www.emerson.com/actuationtechnologieslocations or contact us at
info.actuationtechnologies@emerson.com

©2018 Emerson. All rights reserved.
The Emerson logo is a trademark and service mark of Emerson Electric Co.
Shafer™ is a mark of the Emerson family of companies. All other marks are property of their respective owners.