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Type C407-10

*Recommended Spare Part
1.  Replacement Kits can be used in older versions of Type C407-10, manufactured before 

December 1, 2014. Old Kit RC40710T012 is only for Type C407-10 manufactured before 
December 1, 2014. 

Parts List
 Replacement Kits(1)

   Gland Assembly Kit includes keys 15A, 
  15B, 15D, 15E, 15F, 15G, 15H, 15J, 
15P, 15R, 15S and 15W T20850T0012*

   Soft Seals Kit (main and gland seals) 
  includes keys 7, 11, 15B, 15D, 15F, 
15G, 15H, 15P, 15W, 16 and 51 RC40710T042*

   Complete Repair Kit (main seals, 
  gland seals and gland assembly) 
includes keys 7, 11, 15A, 15B, 15D, 
15E, 15F, 15G, 15H, 15J, 15P, 15R, 
15S and 15W, 16, 17 and 51 RC40710T032*

 
Note

Type C407-10 dated prior to May 1987, 
stem replacement parts include 
keys: 2 - stem assembly, 5 - closing 
spring, and 35 - stem guide.

Type C407-10 dated after April 1987, 
stem replacement parts include 
key: 2 - stem assembly.

Key Description  Part Number

1 Body T40500T0012
2   Stem Assembly T13460T0012
2A  Stem - - - - - - - - - - -
2B Follower - - - - - - - - - - -
2C Groove Pin - - - - - - - - - - -
3 Excess Flow Spring
  40 GPM / 151 L/min, Blue T13414T0012
  50 GPM / 189 l/min, Green T13413T0012
  80 GPM / 303 l/min, Orange T13412T0012
4 Spring Seat T13403T0012
5 Closing Spring T13463T0012
6 Disc Holder T13396T0012
7* Main Disc T13397T0012
8 Disc Retainer T13404T0012
11* Bleed Disc T13395T0012
13 Bleed Seat T13406T0012  
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     APPLY LUBRICANT (L) OR SEALANT (S)(1)

     L = Magnalube®-G
     S = Medium Strength Threadlocker

T80210

     APPLY SEALANT (S)(1)

     S = Medium Strength Threadlocker

T80210

 
1. Sealants must be selected such that they meet the
    temperature requirements. 

 
Magnalube®-G is a registered trademark of Saunders Enterprises, Inc. 
1. Lubricants and sealants must be selected such that they meet the
    temperature requirements. 
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Parts List (continued) 
Key  Description  Part Number

15A Gland T13399T0012
15B* Liner Bushing T13410T0012
15D* Spring ERSA03857A0
15E Washer T1207524082
15F* Male Adaptor T1207701012
15G* Packing Ring (3 required) T1207801012
15H* Female Adaptor T1207901012
15J Stub Shaft T20846T0012
15P* Cam ERSA04806A0
15R Cap Screw 1D617032992
15S Washer T1173324152
15W* Spacer ERSA03858A0
16* O-Ring T13400T0012
17 Cap Screw (2 required) T13402T0012
18 Lever T13428T0012
19 Cotter Pin T13405T0012
21 Drive screw (2 required) 1A36822898
22 Plug, Hex T13718T0012
35 Stem Guide T13462T0012
36 Guide Bracket T20848T0012
46 Loctite 1M6159X0012
56 Cover Plate ERSA03861A0

*Recommended Spare Part
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