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Types N100, N100A, & N110

Types N100, N100A, & N110 Bypass Valves and 
Type N120 Back Pressure Valve

Key  Description              Part Number

1 Body
 1-inch NPT
 1 1/4-inch NPT
 1 1/2-inch NPT
 2-inch NPT
 2 1/2-inch NPT

2P384419232
2P383219172
2P382719232
3R195119232
3R195219232

N100A N100

Body Size
1 thru 

1 1/2-Inches
2 and 

2 1/2-Inches
2 Spring Case 1P382819172 2R195419272
3 Closing Cap 1P382947062 1P360809022
4 Spring Adjuster Assembly

Includes keys 4A, 4B, 4C, 
and 4D

1P3837000A2 1R1963000A2

6 Adjusting Screw Gasket
25-75 PSI Range
50-150 PSI Range

1P384137022
1P383838992

1R195537022
1R1956T0012

7* Adjusting Screw Gasket 1P383006162 1P417928992
8 Inner Valve T1157735032 1R195746172
9 Drive Screw (2 required) 1A368228982 1A368228982
10 Nameplate Not Orderable
11* O-Ring T12942T0012 1R195806992
12* O-Ring T12946T0012 T12945T0012
13 Screw (4 required) 1V1542X0012 T12724T0012
14 Washer 1P383935132 1R196035012
15* O-Ring T12947T0012 T12941T0012
16* Cap Seal 1P384306442 1R196206442
17 Pipe Plug T13718T0012 T13718T0012
18 Instruction Tag T1007606992
19 Lock Washer (4 required) 1C225728982 1A505628982
20 Instruction Manual D450001T012

Parts List

 * Recommended Spare Part

Figure 1. Type N100 Bypass Valve
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Parts List
Key  Description                             Part Number

1 Body
 3/4-inch NPT
 1-inch NPT

T1058019232
T1058419232

2 Valve Guide Orifice T20819T0012
3 Valve Plug

 Type N110
 Type N120

T1058135022
T1069235032

4 Diaphragm 1E621702052
5 Diaphragm Head T1057809012
6 Nut T1059325552
7 Spring Case T1057519232
8 Spring  

25-75 PSI
50-150 PSI
Set 12 PSI (N120 only)

T1057737082
T1057637082
T1069737022

9 Spring Adjustment Assembly 
(includes Keys 9A, 9B, 9C & 9D)
 Type N110
 Type N120

T10579000A2
T10699000A2

10 O-Ring
 Type N110
 Type N120

T12946T0012
T1069606562

11 Union Nut 1E471119062
12 Seal Cap

 Type N110
 Type N120

1P382947062
T1069347062

13 Washer 1P383006162
14 Pipe Plug T13718T0012
15 Instruction Tag T1007606992
16 O-Ring (N120 Only) 1K314806992
17 O-Ring (N120 Only) T12945T0012
18 O-Ring Washer (N120 Only) 1D335935072
19 Machine Screw (N120 Only) 16A0429X012
20 Instruction Manual D450001T012
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Figure 2. Type N120 Back Pressure Valve
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Figure 3. Type N110 Bypass Valve
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