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Programmable or

Non-Programmable

Remote Access

from Smartphone,

Tablet or PC

Universal -

Single Stage, 

Multi-Stage 

or Heat Pump

Heat Only and 

Cool Only 

Systems 

Require "C" wire

5.0 2/2 4/2 ✓ ✓ ✓ 4, 2, Ø

1F86U-42WF

Sensi™

Wi-Fi Thermostat

✓ ✓†

Displays

Room

Humidity

B,H,PS ✓ ✓ L 2/2 T
RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L
WR-1299

12.0 2/2 4/2 ✓ ✓ 4, Ø
1F98EZ-1441 ҂ º

Easy Install™

4-Wire

✓ H,D H ✓ ✓ ✓ P O‡ 2/2 ✓ ✓ 1**

RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, +, S, -, 6, DHM, 

DHM2, HM, HM2

WR-1627

12.0 2/2 4/2 ✓ ✓ ✓ 4, 2, Ø
1F95-1291

Humidity
✓ ✓ ✓ H,D B,H,PA ✓ ✓ ✓ A L,O‡ 2/2 ✓ T,P ✓ 1+1 1▼

RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, +, S, -, 6, DHM, HM
WR-1959

12.0 2/2 4/2 ✓ ✓ ✓ 2, Ø
1F95-1280 

Commercial
✓ ✓ ✓ B,H,PA ✓ ¥ ✓ A L,O‡ 2/2 ✓ T,P ✓ 1+1 1▼

RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, +, S, -, 6, A1
WR-4495

12.0 2/2 4/2 ✓ ✓ ✓ 4, 2, Ø 1F95-1277 ✓ ✓ ✓ B,H,PA ✓ ✓ ✓ A L,O‡ 2/2 ✓ T,P ✓ 1+1 1▼
RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, 6, L, +, S, -
WR-1959

Single Stage/ 

 Heat Pump
12.0 1/1 2/1 ✓ ✓ ✓ 4, 2, Ø 1F97-1277 ✓ ✓ ✓ B,H,PA ✓ ✓ ✓ A L,O‡ 2/1 ✓ T,P ✓ 1+1 1▼

RC, RH, C, W/E, Y, O/B, G, L, 

6, +, S, -
WR-1959

Universal

Wireless Remote
6.0 2/2 4/2 ✓ ✓ 4, 2, Ø

1F98EZ-1621

Wireless

Easy Install™

✓ H,D B ✓ ⋆ ✓ P L,O‡ 2/2 ✓ T,P ✓ 3+1 4•
R, RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, DHM, DHM2, HM, 

HM2

WR-3979

6.0 2/2 4/2 ✓ ✓ ✓ 4, 2, Ø
1F95-0680 

Commercial
✓ ✓ ✓ B,H,PA ✓ ¥ ✓ P O‡ 2/2 ✓ T,P ✓ 1+1 1▼

RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, +, S, -, 6, A1
WR-4495

6.0 2/2 4/2 ✓ ✓ Ø, 4, 2 
1F95EZ-0671 

Easy Reader™
✓ ✓ ✓ B,H,PA ✓ P L 2/2 ✓

RC, RH, C, W/E, W2, Y, Y2, 

O/B, G, L, 6
WR-3708

7

Universal 2.2 2/2 3/2 ✓ ✓ ✓ 4, 2, Ø 1F85-277 ✓ ✓ B,H ✓ P T ✓
R, C, E/W1, W2, Y1, Y2, O, B, 

G, L
WR-2278

2.2 1/1 1/1 ✓ ✓ 4 1F87-361 ✓ ✓ B,H RC, RH, C, W, Y, O, B, G WR-9617

2.2 1/1 1/1 ✓ ✓ 4 1F80-361 ✓ ✓ B,H RC, RH, C, W, Y, O, B, G WR-9617

Heat Pump 1.8 2/1 ✓ ✓ 4 1F82-261 ✓ H P R, C, W2, E, Y, O/B, G, L WR-3585

Single Stage 2.2 1/1 1/1 ✓ Ø 1F86-344 ✓ ✓ B,H RC, RH, C, W, Y, O, B, G WR-9617

Heat Pump 1.8 2/1 ✓ Ø 1F89-211 ✓ H P R, C, W2, E, Y, O/B, G, L WR-3583

* B =  Battery Powered 

   H = Hardwired.(Requires Common)

  PS = Power Stealing with Battery Back-Up

  PA = Power Stealing Battery Assist

Programmable or

Non-Programmable

Universal -

Single Stage,

Multi-Stage

or Heat Pump
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Emerson Blue™ Touchscreen 12-Square-Inch Display Thermostats

Th
e

rm
o

st
at

 P
o

w
er

 S
o

u
rc

e*

Selectable Performance Features
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Emerson Sensi™ Wi-Fi Thermostat

Stages           

Heat / Cool 
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Applications

‡ With an outdoor sensor installed you can select an outdoor 

temperature to turn the heat pump off and switch to the gas furnace 

when it's too cold outside for the pump to be efficient.  1F95-0680 & 

1F95-0671 provide this option for both dual fuel or electric heat 

systems.

▼ Only One (1) Remote Sensor May Be Used - Either Indoor or 

Outdoor

*   When used with an outdoor sensor                                          

.... provides option to lock out auxiliary heat above 

...  selected outdoor temperature.

** One Outdoor Remote Sensor Can Be Used                        

.....- F145-1378 Included.

¥   Occupancy Fan Option with Selectable Pre-Purge               

...  (1-3 Hours)

†    Requires Common Wire

Emerson Blue™ 6-Square-Inch Thermostats 

Programmable  or                   

Non-Programmable

Universal

Emerson Classic 80 Series™ Thermostats 

Programmable
Single Stage

Non-Programmable

WR-0889-14HB1


